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(54) Optimizing call-centre performance by using predictive data to distribute calls among agents 



(57) Selection of a call-center agent (106-108) to 
handle a call is based on which available agent's han- 
dling of the call will tend to optimize call-center perform- 
ance criteria such as efficiency (e.g., minimize per-call 
handling time) or derived benefit (e.g., maximize reve- 
nue). Each agent has a service profile for each type of 
call that they handle. A service profile comprises present 
values of a plurality of service metrics, such as proficien- 
cy, profitability, customer satisfaction, and agent satis- 
faction. When a call of a particular type becomes avail- 
able, the present values of the service metrics of the 



service profile of that call type of each agent who is avail- 
able to handle the call are combined into a score ac- 
cording to one of a plurality of formulas which corre- 
sponds to that call type, and the agent with the best 
score is assigned to the call. When the assigned agent 
finishes handling the call, his or her performance is eval- 
uated based on the service metrics, and the valuations 
are used to revise the present values of the service met- 
rics of that agent's service profile. The revision process 
gives more weight to valuations of more-recently-han- 
dled calls to reflect both long-term and short-term agent 
performance trends and variations. 



( UP 



| ecus | 



AGENT 

service: 
profiu 
generator 



" CALL 
- VECTOR " 



AGENT 
AND 
CALL 
SELECTOR 



SKILL 1 
QUEUE 



SKIL 1 
QUEUE 



SKIU 2 
QUEUE 



SKUl 9 
QUEUE 



X 1?U 

CALL* I 
QUEUES I 



If '3 9 AGENT 
SKILL 9| QUEUES I 



{ 1JU 

"ge nt I 

UEUES I 

j 



1 



EP 0 949 794 A1 



2 



Description 
Technical Field 

[0001] This invention relates to automatic call distri- 
bution (ACD) systems, also variously referred to as call 
centers or telemarketing systems. 

Background of the Invention 

[0002] ACD systems distribute calls - whether in- 
bound or outbound -for handling to any suitable ones 
of available call-handling agents according to some pre- 
defined criteria. In many existing systems, such as the 
Lucent Technologies Definity® ACD system, the criteria 
for handling the call from the moment that the ACD sys- 
tem becomes aware of the call until the call is connected 
to an agent are customer-specifiable (i.e., programma- 
ble by the operator of the ACD system) via a capability 
called call vectoring. Normally in present-day ACD sys- 
tems, when the ACD system's controller detects that an 
agent has become available to handle a call, the con- 
troller identifies all predefined call-handling skills of the 
agent (usually in some order of priority) and delivers to 
the agent the highest-priority oldest-waiting call that 
matches the agent's highest-priority skill. Generally the 
only condition that results in a call not being delivered 
to an available agent is that there are no calls waiting to 
be handled. 

[0003] Most present-day call-distribution algorithms 
focus on being "fair" to callers and to agents. This 
fairness is reflected by the standard first-in, first-out call 
to most-idle-agent assignment algorithm. Skills-based 
routing improves upon this basic algorithm in that it al- 
lows each agent to be slotted into a number of catego- 
ries (splits) based on the agent's skill types and levels. 
[0004] The primary objective of call-distribution algo- 
rithms is to ultimately maximize call center performance. 
That may involve minimizing cost, maximizing call 
throughput, and/or maximizing revenue, among others. 
For example, when a new call arrives, the call should 
be handled by an agent who either has the ability to pro- 
duce the most revenue or can handle the call in the 
shortest amount of time. Also, when an agent becomes 
available to handle a new call, the agent should handle 
either the call that has the possibility of generating the 
most revenue or the call which the agent is most efficient 
in handling. A telephone call-handling system having 
such functionality is disclosed in U.S. Patent No. 
5,299,260. However, this system is limited in its capa- 
bilities to truly maximize call center performance: it per- 
mits only one criterion or metric to be used at any one 
time to select an agent for handling an individual call, 
while call center performance is typically a multi-faceted 
function that involves a number of criteria or metrics. 



Summary of the Invention 

[0005] This invention is directed to solving these and 
other problems of the prior art. According to the inven- 
5 tion, a call handler (e.g., a call center agent) is selected 
for a call as follows. When a call of an individual one of 
a plurality of types (e.g., an inquiry call, a service call, a 
sales call, or a call needing a particular agent skill for its 
handling) becomes available, an available call handler 
10 who has a best present performance characteristic for 
that individual call type, is selected to handle the call. 
The determination of which available call handler has 
the best performance characteristic is made as follows. 
A service profile comprising present values of a plurality 

15 of service metrics for the individual call type is main- 
tained for each agent. For each agent who is available 
to handle a call of the individual type, the present values 
of the plurality of service metrics are retrieved from the 
agent's service profile and are used in one of a plurality 

20 of formulas, each corresponding to a different call type, 
which corresponds to the individual call type to obtain a 
performance characteristic score for each of the availa- 
ble agents. Then the one of the available agents who 
has the best score is selected to handle the call. When 

25 the selected call handler finishes handling the call, the 
call handler's performance in handling the call is evalu- 
ated (quantitatively and/or qualitatively), and the 
present values of the call handler's service metrics are 
modified by the valuation to obtain new present values 

30 of the service metrics for the individual call type for the 
call handler. Preferably, the modifications are weighted 
to give more weight to performance evaluations of calls 
most-recently handled by this call handler. Then for sub- 
sequent calls of the individual type, the new present val- 

35 ues of the service metrics of the call handler are used 
in selecting a call handler for the call, until that call han- 
dler is again selected and the above procedure is re- 
peated. Also, for calls of other types, the call handlers' 
performance characteristic scores for those other call 

40 types are used in selecting call handlers for the calls. 
[0006] While the method comprises the steps of the 
just-characterized procedure, the apparatus effects the 
method steps. The apparatus preferably includes an ef- 
fector -any entity that effects the corresponding step, 

45 unlike a means- for each step. Further, there is prefer- 
ably provided a computer-readable medium containing 
software which, when executed in a computer, causes 
the computer to perform the method steps. 
[0007] The invention tends to maximize call center 

50 performance. For example, when a new call arrives, it 
goes to an agent who has the best ability to maximize 
call center performance as measured by a plurality of 
metrics . Also, when an agent becomes available to 
handle a new call, the agent is assigned to a call of a 

55 type from which this agent can maximize call center per- 
formance as measured by the plurality of metrics. This 
allows for a multi-dimensional, and hence more accu- 
rate or refined, measure of call center performance. The 
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invention takes into consideration t each agent's histori- 
cal performance for each call type that the agent han- 
dles. Yet, by revising the values of the agent's metrics 
at the end of every call handled by.the agent, the inven- 
tion automatically adjusts for long-term trends, such as 
the agent gaining experience and expertise, and short- 
term trends, such as the agent having "a bad day". 
[0008] These and other features and advantages of 
the invention will become more apparent from the fol- 
lowing description of an illustrative embodiment of the 
invention considered together with the drawing. 

Brief Description of the Drawing 

[0009] 

FIG. 1 is a block diagram of a call center that in- 
cludes an illustrative embodiment of the invention; 
FIG. 2 is a flow diagram of operations performed by 
an agent service profile generator of the call center 
of FIG. 1; and 

FIG. 3 is a flow diagram of agent-selection opera- 
tions performed by an agent and call selector of the 
call center of FIG. 1 ; and 

FIG. 4 is a flow diagram of call-selection operations 
performed by the agent and call selector of the call 
center of FIG. 1. 

Detailed Description 

[0010] FIG. 1 shows an illustrative call center. As is 
conventional, the call center comprises a plurality of tel- 
ephone lines and/or trunks 1 00 selectively interconnect- 
ed with a plurality of agent positions 1 02- 1 04 via an ACD 
system 101. Each agent position 102-104 includes a 
voice-and-data terminal 105 for use by a corresponding 
agent 106-108 in handling calls. Terminals 105 are con- 
nected to ACD system 101 by a voice-and-data trans- 
mission medium 109. Also, included in ACD system 101 
is a conventional basic call management system (BC- 
MS) and connected to ACD system 1 01 is a convention- 
al call management system (CMS) 110 that gather call 
records and call-center statistics for use in managing the 
call center and in generating call-center reports. CMS 
and BCMS will hereafter be referred to jointly as CMS 
110. 

[0011] ACD system 101 is illustratively the Lucent 
Technologies Definity® private-branch exchange 
(PBX)-based ACD system. It is a stored-program-con- 
trolled system that conventionally includes interfaces to 
external communications links, a communications 
switching fabric, service circuits (e.g., tone generators, 
announcement circuits, etc.), memory for storing control 
programs and data, and a processor (i.e., a computer) 
for executing the stored control programs to control the 
interfaces and the fabric and to provide automatic call- 
distribution functionality. Included among the data 
stored in ACD system 101 are a set of call queues 120 



and a set of agent queues 130. Each call queue 121-129 
corresponds to a different agent skill, as does each 
agent queue 131-139. Conventionally, calls are priori- 
tized, and either are enqueued in individual ones of call 
5 queues 120 in their order of priority or are enqueued in 
different ones of a plurality of call queues that corre- 
spond to a skill and each one of which corresponds to 
a different priority. Likewise, each agent's skills are pri- 
oritized according to his or her level of expertise in that 

10 skill, and either agents are enqueued in individual ones 
of agent queues 130 in their order of expertise level or 
are enqueued in different ones of a plurality of agent 
queues that correspond to a skill and each one of which 
corresponds to a different expertise level. Included 

75 among the control programs in ACD system 101 is a call 
vector 140. Calls incoming to the call center on lines or 
trunks 100 are assigned by call vector 140 to different 
call queues 1 2 1 - 1 29 based upon the agent skill that they 
require for their proper handling. Agents 106-108 who 

20 are available for handling calls are assigned to agent 
queues 131-139 based upon the skills which they pos- 
sess. An agent may have multiple skills, and hence may 
be assigned to multiple agent queues 131-139 simulta- 
neously. Furthermore, an agent may have different lev- 

25 els of skill expertise (e.g., skill levels 1-16 in one known 
system or merely primary (P) skills and secondary (S) 
skills in another known system), and hence may be as- 
signed to different agent queues 1 31 -1 39 at different ex- 
pertise levels. Call vectoring is described in DEFINITY® 

30 Communications System Generic 3 Call Vectoring/Ex- 
. pert Agent Selection (EAS) Guide, AT&T publication no. 
555-230-520 (Issue 3, Nov. 1993). Skills-based ACD is 
described in further detail in U. S. Patent no. 5,206,903. 
[001 2] According to the invention, included among the 

35 programs executing on ACD system 101 are an agent 
and call selector 150 and an agent service-profile gen- 
erator 151. Selector 150 and generator 151 are stored 
either in the main memory or in a peripheral memory (e. 
g., disk, CD ROM, etc.) or some other computer-reada- 

40 ble medium of ACD system 1 01 . Selector 1 50 and gen- 
erator 1 51 effect an assignment between available calls 
and available agents in a way that tends to maximize 
the efficiency of the call center. 

[0013] The functionality of generator 151 is shown in 
45 FIG. 2. At the completion of handling of each call, at step 
200, generator 151 collects efficiency metrics for the 
call, at steps 202-206. From the PBX on which ACD sys- 
tem 101 is based, generator 151 collects data such as 
the skill (X) involved in handling the call, the identifier of 
50 the agent (Z) who handled the call, the call duration, the 
transaction type (e.g., catalog sale, information request, 
complaint, etc.) and the time-of-day, and stores this in- 
formation in a database, such as CMS 110, at step 202. 
From the agent's terminal 105, generator 151 collects 
55 and stores the agent's self-rating (which the agent en- 
tered on his or her terminal) of how the agent is satisfied 
with how he or she handled the call, at step 204. Also, 
if the handling of the call was observed by a service ob- 
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server (e.g., either was monitored l?y a supervisor of the 
call center, or the non-agent party involved in the call 
was queried by an interactive voice response system for 
an evaluation of the service received), generator 151 
collects and stores the service observer's satisfaction 
rating, also at step 204. From the agent's terminal 105 
(or from a host computer to which the agent's terminal 
105 reports transaction data), generator 151 collects 
and stores the transaction results (e.g., type of sale and 
number of units sold, or revenue generated, or service 
ticket closure or escalation, etc.), depending on the 
transaction type, at step 206. Generator 151 then 
weights the age of the stored data for skill X for agent Z 
for this call and previous calls, at step 208. Weighting 
favors data obtained from most-recent calls over data 
obtained from calls in the more-distant past. This ena- 
bles the weighting to strongly reflect present agent per- 
formance, as agent performance may change over time 
due to, for example, an agent becoming more proficient, 
or "burned out", or having a "good day" or a "bad day". 
For example, the agent's data from handling all previous 
calls of skill X is given a weight of 75%, and the data 
from the just-completed call is given a weight of 25%. 
Generator 151 then uses the weighted data to generate, 
or regenerate, a service profile 400 for skill X for agent 
Z, at step 210. A service profile is a set of scores for a 
set of metrics, e.g., a proficiency score, a profitability 
score, a customer satisfaction score, and an agent sat- 
isfaction score. ACD system 101 has a profile for each 
skill of each agent. Therefore, there typically exists a 
plurality of profiles 400-402 for each agent. Generator 
151 stores the generated service profile 400 along with 
the agent's other profiles in a database such as CMS 
110, at step 210, and then ends its operation, at step 
212. 

[001 4] The functionality of agent and call selector 1 50 
in selecting an agent for a call is shown in FIG. 3. Upon 
arrival of a call at the head of one of the call queues 1 20 
(e.g., a skill X call queue), at step 300, selector 150 re- 
trieves the service profiles 400-500 for skill X of all 
agents who are available to handle the call and who 
have skill X, at step 302. Preferably, at step 302 selector 
1 50 retrieves the service profiles not only for agents who 
are actually idle and enqueued in the skill X agent 
queue, but also for those agents who ACD system 101 
anticipates will become idle within a predetermined 
amount of time (e.g., a few seconds). Then, for each of 
the agents whose service profile it retrieved at step 302, 
selector 1 50 combines the agent's service profile scores 
according to a formula which is a function of the trans- 
action type represented by the arrived call, at step 304. 
The formula for each call type is administered (pro- 
grammed) into the system and may be either algorithm- 
based (procedural) or rules-based (expert system en- 
gine). Each formula weights the agent's individual serv- 
ice profile scores based on the type of transaction rep- 
resented by the arrived call. For example, in a complaint 
transaction, the service observer satisfaction rating is 



weighted heavily, whereas in a sales transaction the rev- 
enue is weighted heavily, and in an information request 
transaction the proficiency is weighted heavily. On the 
other hand, the formula for a VIP sales call (a sales call 

5 from a preferred customer) may weigh profitability less 
than customer satisfaction, in contrast to a "standard" 
sales call. Selector 150 then selects the agent who has 
the best (highest) combined score to handle the call, at 
step 306. Optionally, selector 150 selects none of the 

10 available agents if none of the agents' combined scores 
reach a predetermined minimum threshold, and leaves 
the call waiting in queue for another agent to become 
available. Selector 150 then ends its operation, at step 
308. 

15 [001 5] The functionality of agent and call selector 1 50 
in selecting a call for an agent is shown in FIG. 4. Upon 
an agent becoming available or arriving at the head of 
one of the agent queues 130, at step 600, selector 150 
determines which skills this idle agent possesses (e.g., 

20 skills X, Y, and Z) and which of those skills have non- 
empty corresponding call queues 1 2 1 - 1 29, at step 602. 
If the number of non-empty corresponding call queues 
121-129 is none or one, as determined at step 604, se- 
lector 150 proceeds conventionally, at step 606, either 

25 enqueuing or leaving the idle agent enqueued in those 
agent queues 131-139 that correspond to the idle 
agent's skills if there are no non-empty corresponding 
call queues, or assigning a call from the one non-empty 
corresponding call queue to the idle agent and dequeu- 

30 jng the idle agent from all agent queues 1 30. If selector 
150 determines at step 604 that there is a plurality of 
non-empty corresponding call queues 121-129, selector 
150 retrieves the service profiles 500-502 of the idle 
agent for those skills that correspond to the non-empty 

35 call queues 121-129, at step 608. Then, for each of 
those skills' service profiles, selector 150 combines the 
service profile scores according to a formula which is a 
function of the transaction type represented by a call of 
that skill, at step 610. As was already stated in conjunc- 

40 tion with FIG. 3, the formula for each call type is admin- 
istered (programmed) into the system and may be either 
algorithm-based (procedural) or rules-based (expert 
system engine). Selector 150 then selects a call of the 
skill that has the best (highest) combined score to be 

45 handled by the idle agent, at step 612. Optionally, se- 
lector 150 selects none of the available calls if none of 
the agent's combined scores reach a predetermined 
minimum threshold, and leaves the agent waiting in 
queue for a call of another skill type to become available. 

50 Selector 150 then ends its operation, at step 614. 

[0016] Of course, various changes and modifications 
to the illustrative embodiment described above will be 
apparent to those skilled in the art. For example, the loci 
of various data and functions are not important and may 

55 be changed at will; for example, skill and agent profiles 
and the agent service profile generator and the agent 
selector may be located in an adjunct processor. Nor do 
the profiles need to be updated in real time; such updat- 
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„ ing may be done only periodically. .Also, the call queues 
and the agent queues may be distributed across a net- 
work of multiple ACDs. In this case, preference to dis- 
tribute calls to other ACDs' agents may affect individual 
agent profiles, such as when one ACD site is presently s 
working on an overtime-basis while another ACD site is 
in a different time zone and presently working standard 
hours. Or, profile weighting can vary depending on 
present business needs or priorities derived from some 
external source of customer information. Moreover, if w 
the overall proficiency of a set of agents is judged to 
need improvement, the agents may be given remedial 
training, and upon their return to active duty, agents with 
lower proficiency values may be selected to provide im- 
mediate opportunities to apply the remedial training. Al- *5 
so, the service profile scores of all agents may be com- 
pared, and the call may remain enqueued if an agent 
with a high-enough service profile score is predicted to 
become available shortly. Furthermore, the system may 
dynamically change the weighting of individual profile 20 
scores or even the score-combining formula to reflect 
present operating conditions of the call center. Such 
changes and modifications can be made without depart- 
ing from the spirit and the scope of the invention and 
without diminishing its attendant advantages. It is there- 25 
fore intended that such changes and modifications be 
covered by the following claims. 



Claims 30 

1 . A method of selecting a call handler to handle a call, 
CHARACTERISED BY the steps of: 

a) in response to availability (300; 602) of a call 35 
of an individual one of a plurality of types, se- 
lecting an available one of a plurality of call han- 
dlers who has a best performance characteris- 
tic score for the individual call type, to handle 
the call, including retrieving (302; 608) from a 40 
service profile comprising present values of a 
plurality of service metrics for the individual call 
type for each agent who is available to handle 
a call of the individual type the service metrics 
for the individual call type; 45 

obtaining (304; 610) a performance char- 
acteristic score for each of said available 
agents by using the retrieved present val- 
ues of the plurality of service metrics of so 
each said available agents in one of a plu- 
rality of formulas, each corresponding to a 
different call type, that corresponds to the 
individual call type, and 

selecting (306; 612) one of the available 55 
agents who has a best said score to handle 
the call; 



b) in response to completion (200) of handling 
of the call by the one call handler, evaluating 
the (202-206) one call handler's performance 
in handling the call; and 

c) modifying (208-210) the values of the one 
call handler's service metrics for the individual 
call type by the valuation of the one call han- 
dler's performance in handling the call to obtain 
new present values of the service metrics for 
the individual call type for the one call handler. 

2. The method of claim 1 wherein: 

the step of obtaining comprises the step of 
combining (304; 61 0) the retrieved values of the 
plurality of service metrics of the service profile 
of each said available agent according to said 
one formula into the score. 

3. The method of claim 2 wherein: 

the step of evaluating comprises the step of 
measuring (204-206) individual said service 
metrics of the service profile of the one call han- 
dler in handling the call , to obtain measured val- 
ues; 

the step of modifying comprises the steps of 
combining (208-210) the measured values of 
the service metrics with the values of the serv- 
ice metrics of the service profile to obtain new 
values of the service metrics of the service pro- 
file. 

4. The method of claim 3 wherein: 

the step of combining comprises the steps of 
weighting (208) the measured values of the 
service metrics relative to the values of the 
service metrics of the service profile; and 
combining (210) the weighted measured val- 
ues with the values of the service metrics of the 
service profile to obtain new values of the serv- 
ice metrics of the service profile. 

5. The method of claim 1 wherein: 

the performance characteristic score indi- 
cates efficiency of the one call handler in handling 
a call of the individual type. 

6. The method of claim 1 wherein: 

the performance characteristic score indi- 
cates benefit generated by the call handler in han- 
dling a call of the individual type. 

7. The method of claim 6 wherein: 

the benefit comprises revenue. 

8. The method of claim 1 wherein: 
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the service metrics of the service profile com- 
prise at least one of efficiency, generated benefit, 
customer satisfaction, and call handler satisfaction. 

An apparatus (101) that performs the method of 5 
claim 1 or 2 or 3 or 4 or 5 or 6 or 7 or 8. 

A computer readable medium containing (150, 151) 
software which, when executed in a computer, 
causes the computer to perform the steps of claim ?0 
1 or 2 or 3 or 4 or 5 or 6 or 7 or 8. 
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